
Silicom N5110A SmartNIC
Intel P5900

Two Channels, 4x DDR4 Memory Down, 
1xECC Support, 2400 MT/s per channel, 
total 10 devices

2 x100GbE QSFP28 to/from P5900
8 x25GbE internal ports P5900 to/from FPGA

PCIe x16 Gen3 FPGA (EP)
PCIe x4 Gen2 M.2 (EP)
PCIe x1 Gen1 i210
PCIe x16 Host (RP) and FPGA (EP)
On board Ethernet Controller i210 
and RJ45 MagJack+LED

1x USB 3.0/2.0 Connector Type C on Board for debug
1x USB 2.0 Internal connection between SoC and BMC

On board Headers RS232 for SoC 
and BMC device

MCU, P/N: EFM32GG11B420F2048GL112-B

Silicom image will support download/upgrade 
FPGA FW via Avalon-STx8

Stratix 10 MX HBM2, P/N: 1SM21CHU2F53E2VG
MAX10

eMMC on board device, 64GB
M.2 M-key connector to support 
PCIe/SSD/SATA module size 2242, single side
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https://www.silicom-usa.com/
https://www.silicom-usa.com/pr/fpga-based-cards/100-gigabit-fpga-cards/n5110a-pcie-smartnic-intel-based/

